
with resettable surge protection function

Model  :  MPC-15AD Model  :  MPC-15AD Model  :  MPC-15AD Model  :  MPC-15AD 

ProPLUG

»ÅÑé¡¾èÇ§·ÑèÇä»

220 V 50 Hz

Line Side
ADSL / Tel. Equipment Side

Phone / Fax /Modem/Router

or or

or or

Stabilizer

UPS

Desktop

Notebook

Protection Mode All Modes ( L-N , L-G , N-G )
AC Surge Protection

PRODUCT SPECIFICATIONS

Line Voltage
Line Frequency
Operating Temperature
Clamping Voltage
Response Time
Transient Surge Current

TOVs Surge Current
Let Through Voltage ( Transient )

Status Display ( LED )

Status Display ( LED )
Resettable Function

AC Load Current

220 Volt  15 %
47 - 63 Hz
- 10 oC .... + 70 oC

310 Volt 15% at Current > 100 mA 50 Hz
< 25 nSec
> 15 kA at 8/20 Sec ( Normal Mode Protection )

> 40 kA at 8/20 Sec ( All Modes Protection )

> 5 A in 0.5 Sec 50 Hz
< 1.5 kV at Category B3/C1

Let Through Voltage ( TOVs ) < 285 Volt ( Due to TOVs Surge Current )
Power , Fault , Surge and Ground 
10 A

Standard According ANSI/IEEE C62.41-1991
ANSI/IEEE C62.41.1-2002
IEC 61643-1-2005-03

Typical Description

Over Current Protection

ADSL Line Protection  

Dimension ( W x L x H ) Approx 100 x 170 x 45 mm.

Short Circuit

DC Spark-Over Voltage
Output Voltage

DC Resistance
Trip Time

Circuit Breaker 16 A

190- 250 V at 100 V/Sec

< 250 V at 1 kV/Sec

On Line indicator 
Push button

Connection Type RJ11 ( Line Side / Equipment Side )

< 10 mSec at 600 mA
< 10 at 25 C

Outlet 2 Outlets ( Sockets )   

AC Cable Lenght
Housing Material Metal Material

1.80 m. AC power cable with TIS standard plug 

Weight Approx. 1.2 kgs.

Surge Current 2.5 kA at 8/20 Sec



ÊÒÁÒÃ¶»éÍ§¡Ñ¹ä¿¡ÃÐâª¡áººªèÇ§ÊÑé¹ ( Transient ) μÒÁÁÒμÃ°Ò¹ ANSI / IEEE C62.41-1991
ä´éÁÒ¡¡ÇèÒ 15 kA at 8/20 Sec.
ÊÒÁÒÃ¶»éÍ§¡Ñ¹ä¿¡ÃÐâª¡áººªèÇ§ÂÒÇ ( TOVs ) μÒÁÁÒμÃ°Ò¹ ANSI / IEEE C62.41.1-2002
ä´éÁÒ¡¡ÇèÒ 5 A ÀÒÂã¹àÇÅÒ 0.5 ÇÔ¹Ò·Õ
ÊÒÁÒÃ¶»éÍ§¡Ñ¹ä¿¡ÃÐâª¡·ÕèàË¹ÕèÂÇ¹Óà¢éÒÁÒ·Ò§¤ÙèÊÒÂâ·ÃÈÑ¾·ì áÅÐ / ËÃ×Í ¤ÙèÊÒÂ            ADSL 
ÍØ»¡Ã³ì·ÕèÃÑºä¿¡ÃÐâª¡à»ç¹¼ÅÔμÀÑ³±ì¤Ø³ÀÒ¾ÊÙ§·Õèä é́ÁÒμÃ°Ò¹ UL áÅÐ CSA Approval
ÊÒÁÒÃ¶·Ó¡ÒÃ»éÍ§¡Ñ¹ä¿¡ÃÐâª¡·Ò§¤ÙèÊÒÂâ·ÃÈÑ¾·ì ¤ÙèÊÒÂสัญญาณ ADSL ä´éÍÂèÒ§ÃÇ´àÃçÇ
´éÇÂ  SSAP 

 Technology ·ÕèÁÒ¾ÃéÍÁ¡Ñº Resettable Surge Protection Function 
ÁÕÍØ»¡Ã³ì»éÍ§¡Ñ¹ÍÑ¹μÃÒÂ¨Ò¡¡ÒÃÅÑ´Ç§¨ÃËÃ×Í¡ÃÐáÊà¡Ô¹ ( Circuit Breaker ) ¢¹Ò´16 A
ÊÒÁÒÃ¶ãªéä é́¡ÑºÃÐººä¿¿éÒã¹áºº 1 à¿Ê 3 ÊÒÂ ( L-N-G ) ËÃ×Í 1 à¿Ê 2 ÊÒÂ ( L-N )
»ÅÑê¡μÑÇ¼Ùéà»ç¹áºº¢Ò¡ÅÁ 3 ¢Ò μÒÁÁÒμÃ°Ò¹ TIS standard áÅÐ»ÅÑê¡μÑÇàÁÕÂ จำนวน
2 ชุด ·ÕèÊÒÁÒÃ¶ãªéä é́·ÑèÇä»
ÊÒÂä¿·ÕèãªéμèÍ¾èÇ§ä é́ÃÑºÁÒμÃ°Ò¹ IEC 227 ÁÕ¤ÇÒÁÂÒÇ 1.80 àÁμÃ 
ÁÕËÅÍ´ä¿áÊ´§¡ÒÃ·Ó§Ò¹¢Í§ÍØ»¡Ã³ì·Ò§ÊÒÂä¿¿éÒ àªè¹ Power , Fault , Surge áÅÐ Ground à»ç¹μé¹
¼ÅÔμ¨Ò¡âÃ§§Ò¹·Õèä é́ÃÑº¡ÒÃÃÑºÃÍ§ÃÐºº¤Ø³ÀÒ¾μÒÁÁÒμÃ°Ò¹ÊÒ¡Å ISO 9001 : 2008
à»ç¹¼ÅÔμÀÑ³±ì·Õèä é́ÃÑº¡ÒÃÍÍ¡áºº ¼ÅÔμáÅÐ·´ÊÍº¤Ø³ÀÒ¾μÒÁÃÙ»¤Å×è¹ÁÒμÃ°Ò¹ÊÒ¡Å
ANSI / IEEE C62.41-1991, ANSI / IEEE C62.41.1-2002 áÅÐ IEC 61643-1-2005-03
ÃÑº»ÃÐ¡Ñ¹ÊÔ¹¤éÒ¹Ò¹ 1 »Õ 

สัญญาณ   

μÑÇÍÂèÒ§¡ÒÃãªé§Ò¹

à·¤â¹âÅÂÕ¢Í§¡ÒÃ»éÍ§¡Ñ¹ä¿¡ÃÐâª¡·ÕèàË¹ÕèÂÇ¹Óà¢éÒÁÒ·Ò§ÊÒÂä¿¿éÒ 
ÊÒÁÒÃ¶»éÍ§¡Ñ¹ä¿¡ÃÐâª¡ä´é·Ñé§ä¿¡ÃÐâª¡áººªèÇ§ÊÑé¹ ( Transient ) 
μÒÁÁÒμÃ°Ò¹ ANSI/IEEE C62.41-1991 áÅÐä¿¡ÃÐâª¡áºº
ªèÇ§ÂÒÇ ( TOVs ) μÒÁÁÒμÃ°Ò¹ ANSI/IEEE C62.41.1-2002
à¾×èÍ¤ÇÒÁ»ÅÍ´ÀÑÂ¡ÑºÍØ»¡Ã³ìà¤Ã×èÍ§ãªéä¿¿éÒÍÔàÅç¡·ÃÍ¹Ô¡Êìμ èÒ§æ 
àªè¹ ªØ´¤ÍÁ¾ÔÇàμÍÃì Modem Router à»ç¹μ é¹ 

à·¤â¹âÅÂÕ¢Í§¡ÒÃ»éÍ§¡Ñ¹ä¿¡ÃÐâª¡·ÕèàË¹ÕèÂÇ¹Óà¢éÒÁÒ·Ò§¤ÙèÊÒÂâ·ÃÈÑ¾·ì 
¤ÙèÊÒÂÊÑÒ³ ADSL ´éÇÂ¡ÒÃ·Ó§Ò¹·ÕèÃÇ´àÃçÇã¹¡ÒÃ»éÍ§¡Ñ¹ä¿¡ÃÐâª¡
·ÕèàË¹ÕèÂÇ¹Óà¢éÒÁÒ·Ò§¤ÙèÊÒÂμ èÒ§æ à¾×èÍ»éÍ§¡Ñ¹¤ÇÒÁàÊÕÂËÒÂ·Õèà¡Ô´¡Ñº
â·ÃÈÑ¾·ì Modem áÅÐ Router à»ç¹μ é¹ ÃÇÁ¶Ö§ÁÕ Resettable Surge 
Protection Function ·Õèà¾ÔèÁ¤ÇÒÁ»ÅÍ´ÀÑÂáÅÐ¤ÇÒÁ»ÃÐËÂÑ´ÁÒ¡ÂÔè§¢Öé¹

SSAP 
 Technology

STOV 

ÿ Technology 
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MPC-15AD

MPPA-S59001 TH 


